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新品推介】
10mm (3/8”)&13mm (1/2”) HORNET™系列泵 

 

Wilden在此很高兴的向大家宣布我们又推出了一款全新的Hornet™系列10 mm (3/8”) &13 mm (1/2”) 
气动隔膜泵。Hornet™系列主要涉及用于工业应用中的化学品分装，洗车以及OEM系统配套等等。
具有竞争力的价格将会使Hornet™系列泵很容易地替代竞争对手而进入新的市场。

The Hornet™系列泵是第一个运用了PSG全球资源而推出的产品。Hornet™系列泵应用了
获得专利技术的Almatec空气分配系统，但设计、研发以及测试均在Wilden工厂进行。
所有的Hornet™系列泵将在PSG印度工厂组装量产，而订购、库存以及服务支持则由Wilden负责。

Hornet™系列泵使用了Almatec获得专利的Perswing™空气分配系统以获得最大的可靠性，隔膜
为Wil-Flex™一体式隔膜以获得最大的容积效率。弹簧式止回阀提供了双重控制导向；快速连接
方式便于安装。 

Hornet™系列泵有多种连接方式可选: 10mm (3/8”) 宝塔连接, 10mm (3/8”) MNPT连接，13mm (1/2”)
宝塔连接。这些快速的连接方式，易于互换，方便应用于不同的场合。  

特征&优点:
具有竞争力的价格
最大流量: 20.8 lpm (5.5 gpm)
获得专利的Perswing™空气分配系统
玻璃填充聚乙烯材质构造 
Wil-Flex™ (Santoprene®)
一体式隔膜可保证最大的容积效率
合金C弹簧止回阀(双重控制导向)
方便的快速接头
自动关闭气体 (快速系统保养)
可用压缩空气，二氧化碳以及氮气
无需润滑
进出口结构:

  10mm (3/8”) 宝塔连接
  10mm (3/8”) MNPT
  13mm (1/2”) 宝塔连接

 
 
Santoprene® is a registered trademark of ExxonMobil Chemical 

 



WIlDEN PUMP DEsIGNATION sysTEM

HUXXX / XXXXX / XXX / XX / XXX / xxxx

10mm (3/8”) /
13mm (1/2”) Pump
Maximum Flow Rate:
20.8 lPM (5.5 GPM)

MATERIAl CODEs

WETTED PARTS & 
OUTER PISTON

sPECIAlTy CODEs

© 2010, WILDEN PUMP & ENGINEERING, LLC

PUMP SIZE
38    =  10 mm (3/8”) 
100  =  13 mm (1/2”) 

WETTED PARTS & 
OUTER PISTON
PZ = POLYPROPYLENE/
NO PISTON

CENTER SECTION
PP = POLYPROPYLENE

CHECK VALVE
DIAPHRAGMS

AIR VALVE
CENTER SECTION

SPECIALTY 
CODE
(if applicable)

PUMP SIZE

CHECK VALVE
WF = WIL-FLEX™ (Santoprene®) 

CHECK VALVE SPRING
H = ALLOY C

MANIFOLD / FITTING O-RING
WF = WIL-FLEX™ (Santoprene®)

FITTING
O-RINGS

AIR VALVE
E   =  POLYETHYLENE

DIAPHRAGMS & O-RINGS
WBL = WIL-FLEX™ (Santoprene®) 
w/BUNA BACK-UP O-RING, IPD 
(cream)

HORNET™

CHECK VALVE
SPRING

HORNET™
Advanced series™

No specialty code – MNPT Connection (note: only available for 10mm (3/8”) at this time)

0645 – Fitting, Hose Barb Connection


